
Technical data LED panel 7 W and 10 W
 LUFTOMET Lumen

10 W:

Features:
RoHS complian
Extremely wide viewing angle

CharacterisƟcs:

Voltage: 12 V
In put power: 10 W /  7 W
Numbe of SMD: 24 pcs on the panel
Polarity: From the perspecƟve of connecƟng cables to electrical polarity, it 

does not maƩer.

Viewing Angle 2θ1/2  120Deg Typ.
Color Rendering Index: Ra 80
Luminous Flux: 10W: 900 lm

7 W: 650 lm
Note: 
1. 2θ1/2 is the angle from opƟcal centerline where the luminous intensity is 1/2 the opƟcal 
centerline value.
2. The above luminous flux measurement allowance tolerance ±10%.
3. The above Color Rendering Index measurement allowance tolerance is±2

CondiƟons:
OperaƟng Temperature Topr ℃-40 ~ +85 
Storage Temperature Tstg ℃-40 ~ +100 
JuncƟon Temperature  Tj ℃115 

CCT:
Cold:  6 500 K: min 6 000 K- max 7 000 K
Neutral: 5 000 K: min 4 750 K- max 5 300 K
Warm: 3 000 K: min 2 800 K- max 3 100 K



Typical optical characteristics curves

RelaƟve spectral emission

Radiation diagram



Bin Range of Chromaticity Coordinate



Reliability Test Items and Conditions

Failure Criteria

*The technical information shown in the data sheets is limited to the typical characteristics
and circuit examples of the referenced products. It does not constitute the warranting
of industrial property nor the granting of any license.
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